
Make sure the "INPUT" connector is connected 
to the sender/source: game console, 
DVD/Blu-Ray player, computer... 

Make sure the "OUTPUT" jack 
connects to the receiver/display: 
TV, monitor, projector...
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•Gold plated contacts. 
•Metallic connectors. 
•PVC cover. 
•Signal amplifier chip in the middle of the connection. 
•Lengths of 20 m and 30 m. 
•Resolution: 4K (4096 x 2160 /60fps). 
4K@60 4:2:0 / 4K@30 4:4:4 in all lengths. 

•Maximum transfer rate: 18 Gbps. 
•3D 4K at 25 images/second. 
•Support to work with HDR technology. 
•Ethernet100Mbps. 
•Audio Return Channel (ARC). 
•Audio: 32 channels / 1536 Khz. 
•Compatible with previous versions such as HDMI 1.4 
•Suitable for different devices such as: 
Playstation, Xbox, Nintendo, Raspberry Pi, DTT 
Decoders, Android TV, Streaming Devices, 
DVD / Blu-Ray Players, LED Monitors, HD / 4K TVs, 
Projectors... 

•For optimal operation, connect the cable with the 
devices turned off.

HDMI 2.0 High Speed 
4K@60Hz - 20 m and 30 m

HDMI 2.0  4K

Unidirectional Connection 
with Amplifier Chip

Conductor Length

20,0 m

Code

EQ110200 26 AWG

30,0 mEQ110300 26 AWG
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